
Industrial or household use painting projects.
Paint shielding, connection, �xation and DIY of exterior 
decoration. 

Masking Tape - Blue (UV Resistant) tape is speci�cally designed 
to meet the requirements of external environments where the 
application of the tape is exposed to UV light.

ANTI-UV

APPLICATIONS

DESCRIPTION

PRODUCT FEATURES

 Heat resistance

Good viscosity

Hand Tearable

Residue-free&UV resistance

TECHNICAL DATA SHEET 

BLUE  MASKING TAPE

WORLD’S LEADING PROVIDER OF ADHESIVE PRODUCTS AND SOLUTIONS

COLOR(S)

Wood Steel Glass

SUITABLE SURFACES

ROHS REACH FSC

CERTIFICATIONS

5#

23°C±2℃(73°F),  50% of Relative  
Humidity

5-80℃

 1 Year

120±10umThickness

Initial adhesion

 7.8%Elongation

Applicable Temperature

Storage Suggestion

Service Life

SPECIFICATIONS STANDARD

 2.83 N/25mm180° Peel Strength

76.72 N/25mmTensile Strength

10~40℃Operating Temperature

BLue

WIDTH

LENGTH

CORE SIZE
3in / 7.7cm

18mm

50m

24mm 36mm 48mm

Adhesive: Natural rubber

UV Resistance: YES

Remost cleanly: 7-14days

Characteristics:

Overall Grade/Function: High-end decoration

Anti UV paper

Contact your ADHES sales representative for other available sizes

Material：

IN-STOCK MODEL NUMBEI 

ADU-M2450NB12ADU-M1850NB12

ADU-M4850NB12ADU-M3650NB12


